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TM-40 40 inch LCD Monitor (Single)

Dimension: 911.1(W)x522.3(H)x95(D)mm

Resolution: 1920x1080P(WXGA),16:9

Activation Area: 885.168(H)X 497.664(V)

Brightness: 700 cd/m2

Display color: 10bit - 1GB

Viewing Angle: 178°

Splicing Seam: less than 18mm

Input interface: Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
Control interface: IR remote controller and RS232

Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Processing: Full high definition display,background overlap, real-time signal processing
Operating temperature: 0°C-60°C

Working humidity: 15-85%

Power supply: AC 220V,180W

40 inch quard play super LCD Monitor
+one piece divide into 4 oieces 20 inch Monitor
+ used with Matrix

Dimension: 911.1(W)x522.3(H)x95(D)mm

Resolution: 1920x1080P(WXGA),16:9

Activation Area: 885.168(H)X 497.664(V)

Brightness: 700 cd/m2

Display color: 10bit - 1GB

Viewing Angle: 178°

Splicing Seam: less than 18mm

Input interface: Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
Control interface: IR remote controller and RS232

Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Processing: Full high definition display,no seam splicing,can input 4 signals once

and display 4 videos,background overlap, real-time sighal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,180W
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46 inch LCD Monitor (Single)

I
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Dimension: 1046(W)x596.2(H)*x95(D)mm

Resolution: 1920%1080P(WXGA),16:9

Activation Area: 1018.08(H)X 572.67(V)

Brightness: 700 cd/m2

Display color: 10bit - 1GB

Viewing Angle: 178°

Splicing Seam: less than 18mm

Input interface: Composite video ,YPbP/CbhCr,S-VIDEO, VGA,DVI/HDMI

Control interface: IR remote controller and RS232

Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P

Processing: Full high definition display, background overlap, real-time signal
processing

Operating temperature: 0°C-60°C

Working humidity: 15-85%

Power supply: AC 220V,180W




1000 series 40 inch SEED-unit
+ each unit ir the complete-display
only a kind of video

TM-1040 * no need Matrix

911.1(W)x522.3(H)x95(D)mm

Dimension:

Resolution: 1920x1080P(WXGA),16:9
Activation Area: 885.168(H) x 497.664(V)
Brightness: 700 cd/m2
Display color: 10bit - 1GB
Viewing Angle: 178°
\:“f Splicing Seam: less than 18mm
Input interface: Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
Control interface: IR remote controller and RS232
Signal formats: NTSC, PAL, 480P, 576P, 720P, 1080l, 1080P
Processing: Full-screen display, single-screen display, background

overlap, full high-definition and real-time signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,180W

2000 series 40 inch SECD-umit
» the units can display
different kinds of videos

TM-2040 + use with Matrix

Dimension: 911.1(W)x522.3(H)*x95(D)mm

Resolution: 1920x1080P(WXGA),16:9

Activation Area: 885.168(H)X 497.664(V)

Brightness: 700 cd/m2

Display color: 10bit - 1GB

Viewing Angle: 178°

Splicing Seam: less than 18mm

Input interface: Composite video , YPbPr/CbCr,S-VIDEO, VGA DVI/HDMI
Control interface: IR remote controller and RS232

Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Processing: Full-screen display, single-screen display, background

overlap, full high-definition and real-time signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,180W

3000 series 40 inch SEEDupiF—————
« Vertival Screen

TM-3040 * no need Matrix

Dimension: 911.1(W)x522.3(H)*x95(D)mm
Resolution: 1920x1080P(WXGA),16:9
Activation Area: 885.168(H)X 497.664(V)
Brightness: 700 cd/m2
Display color: 10bit - 1GB
Viewing Angle: 178°
Splicing Seam: less than 18mm
= Input interface: Composite video , YPbPr/CbCr,S-VIDEO, VGA,DVIHDMI
z R Control interface: IR remote controller and RS232
Signal formats: NTSC, PAL, 480P, 576P, 720P, 1080I, 1080P
; Processing: Full-screen display, background overlap, full high-definition
/ and real-ime signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%

Power supply: AC 220V,180W




4000 series 40 inch SLCD unit
* dual splicing

TM-4040-A + use with Matrix

Dimension: 911.1(W)x522.3(H)x95(D)mm

Resolution: 1920x1080P(WXGA),16:9

Activation Area: 885.168(H)X 497.664(V)

Brightness: 700 cd/m2

Display color: 10bit - 1GB

Viewing Angle: 178°

Splicing Seam: less than 18mm

Input interface: Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
Control interface: IR remote controller and RS232

Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Processing: Quad play screen, double splicing, full-screen display,

single-screen display, any combination of screens, background overlap,
full high-definition and real-Hime signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,180W

5000 series 40 inch SLCD unit
" + build-in digital Matrix

Dimension: 911.1(W)x522.3(H)x95(D)mm

Resolution: 1920x1080P(WXGA),16:9

Activation Area: 885.168(H)X 497.664(V)

Brightness: 700 cd/m2

Display color: 10bit - 1GB

Viewing Angle: 178°

Splicing Seam: less than 18mm

Input interface: Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
Control interface: IR remote controller and RS232

Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Processing: Full-screen display, single-screen display, M*N single splicing, background

overlap, full high-definition and real-time signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,180W

: + each unit or th i
only a kind of .

‘ : * no need Matrix '
Dimension: 1046(W)x596.2(H)*x95(D)mm |
Resolution: 1920%1080P(WXGA),16:9 \ !
Activation Area: 1025.653(H)X 579.844(V) ‘
Brightness: 700 cd/m2 f
Display color: 10bit - 1GB
Viewing Angle: 178°
Splicing Seam: less than 18mm
Input interface: Composite video ,YPbP/CbhCr,S-VIDEO, VGA,DVI/HDMI
Control interface: IR remote controller and RS232
Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Processing: Full-screen display, single-screen display, background overlap,

full high-definition and real-time signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,250W




TM-2046

Dimension:
Resolution:
Activation Area:
Brightness:
Display color:
Viewing Angle:
Splicing Seam:
Input interface:
Control interface:
Signal formats:
Processing:

Operating temperature:

Working humidity:
Power supply:

TM-3046

Dimension:
Resolution:
Activation Area:
Brightness:
Display color:
Viewing Angle:
Splicing Seam:
Input interface:
Control interface:
Signal formats:
Processing:

Operating temperature:

Working humidity:
Power supply:

TM-4046 A

Dimension:
Resolution:
Activation Area:
Brightness:
Display color:
Viewing Angle:
Splicing Seam:
Input interface:
Control interface:
Signal formats:
Processing:

Operating temperature:

Working humidity:
Power supply:

2000 series 46 inch SEEB-uhit

» the units can display different
kinds of videos

* use with Matrix

1046(W)x596.2(H)=x95(D)mm
1920x1080P(WXGA),16:9

1025.653(H) x 579.844(V)

700 cd/m2

10bit - 1GB

178°

less than 18mm

Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
IR remote controller and RS232

NTSC, PAL, 480P, 576P, 720P, 1080l, 1080P
Full-screen display, single-screen display, background
overlap, full high-definition and real-time signal processing
0°C-60°C

15-85%

AC 220V,250W

3000 series 46 inch SECD=thit
+ Vertical Screen : —
* no need Matrix — —

1046 (W)x596.2 (H)x95 (D)mm
1920x1080P(WXGA),16:9

1025.653(H) x 579.844(V)

700 cd/m2

10bit - 1GB

178°

less than 18mm

Composite video ,YPbPr/CbCr,S-VIDEO, VGA DVI/HDMI
IR remote controller and RS232

NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Full-screen display, single-screen display, background
overlap, full high-definition and real-time signal processing
0°C-60°C

15-85%

AC 220V,250W

_—
—— e

4000 series 46 inch SEEBwpiE———————

» Dual Splicing
» use with Matrix

1046 (W)x596.2 (H)x95 (D)mm
1920x1080P(WXGA),16:9

1025.653(H) x 579.844(V)

700 cd/m2

10bit - 1GB

178°

less than 18mm

Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
IR remote controller and RS232

NTSC, PAL, 480P, 576P, 720P, 1080l, 1080P
Quad play screen, double splicing, full-screen display; single-
screen display, any combination of screens, background
overlap, full high-definition and real-time signal processing
0°C-60°C

15-85%

AC 220V,250W




5000 series 46 inch SLCD unit
TM-5046 « build-in digital Matrix

Dimension: 1046 (W)x596.2 (H)x95 (D)mm

Resolution: 1920x1080P(WXGA),16:9

Activation Area: 1025.653(H) x 579.844(V)

Brightness: 700 cd/m2

Display color: 10bit - 1GB

Viewing Angle: 178°

Splicing Seam: less than 18mm

Input interface: Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI

Control interface: IR remote controller and RS232 AT T e
Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P —
Processing: Full-screen display, single-screen display,

M*N single splicing, background overlap, full high-definition
and real-time signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,250W

1000 series 46 inch

super narrow bezel SLCD unit

+ each unit or the complete unit display
- only a kind of video

* no need Matrix

Dimension: 1046 (W)x596.2 (H)x95 (D)mm

Resolution: 1920x1080P(WXGA),16:9

Activation Area: 1025.653(H) x 579.844(V)

Brightness: 700 cd/m2

Display color: 10bit - 1GB

Viewing Angle: 178°

Splicing Seam: 6.7mm

Input interface: Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
Control interface: IR remote controller and RS232

Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Processing: Full-screen display, single-screen display, background overlap,

full high-definition and real-time signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,250W

"

Il

2000 series 46 inch

kinds of videos o
« use with Matrix

ji

Dimension: 1046(W)x596.2(H)*x95(D)mm

Resolution: 1920%1080P(WXGA),16:9

Activation Area: 1025.653(H)X 579.844(V)

Brightness: 700 cd/m2 =
Display color: 10bit - 1GB -
Viewing Angle: 178° v
Splicing Seam: 6.7mm

Input interface: Composite video ,YPbP/CbhCr,S-VIDEO, VGA,DVI/HDMI
Control interface: IR remote controller and RS232

Signal formats: NTSC, PAL, 480P, 576P, 720P, 10801, 1080P

Processing: Full-screen display, single-screen display, background overlap,

full high-definition and real-time signal processing
Operating temperature: 0°C-60°C
Working humidity: 15-85%
Power supply: AC 220V,250W




TM-4046 A SNB

Dimension:
Resolution:
Activation Area:
Brightness:
Display color:
Viewing Angle:
Splicing Seam:
Input interface:
Control interface:
Signal formats:
Processing:

Operating temperature:
Working humidity:
Power supply:

TM-5046 SNB

Dimension:
Resolution:
Activation Area:
Brightness:
Display color:
Viewing Angle:
Splicing Seam:
Input interface:
Control interface:
Signal formats:
Processing:

Operating temperature:
Working humidity:
Power supply:

Product Example

TM-3046

Dimension:
Resolution:
Activation Area:
Brightness:
Display color:
Viewing Angle:
Splicing Seam:
Input interface:
Control interface:
Signal formats:
Processing:

Operating temperature:
Working humidity:
Power supply:

4000 series 46 inch

super narrow bezel SECD-unit
» Dual Splicing

+ use with Matrix

1046(W)x596.2(H)x95(D)mm
1920x1080P(WXGA),16:9

1025.653(H) x 579.844(V)

700 cd/m2

10bit - 1GB

178°

6.7mm

Composite video ,YPbPr/CbCr,S-VIDEQO, VGA DVI/HDMI
IR remote controller and RS232

NTSC, PAL, 480P, 576P, 720P, 1080l, 1080P
Quad play screen,double splicing, full-screen display,
single-screen display, any combination of screens,
background overap, full high-definition and

real-time signal processing

0°C-60°C

15-85%

AC 220V,250W

5000 series 46 inch
super narrow bezel SECD-tinit
* build-in digital Matrix

1046 (W)x596.2 (H)x95 (D)mm
1920x1080P(WXGA),16:9

1025.653(H) x 579.844(V)

700 cd/m2

10bit - 1GB

178°

6.7mm

Composite video , YPbPr/CbCr,S-VIDEO, VGA DVI/HDMI
IR remote controller and RS232

NTSC, PAL, 480P, 576P, 720P, 10801, 1080P
Full-screen display, single-screen display,

M*N single splicing, background overlap, full high-definition
and reakHime signal processing

0°C-60°C

15-85%

AC 220V,250W

3000 series 46 inch SEEDun—————
* Vertical Screen
* no need Matrix

1046 (W)x596.2 (H)x95 (D)mm
1920x1080P(WXGA),16:9

1025.653(H) x 579.844(V)

700 cd/m2

10bit - 1GB

178°

less than 18mm

Composite video ,YPbPr/CbCr,S-VIDEO, VGA,DVI/HDMI
IR remote controller and RS232

NTSC, PAL, 480P, 576P, 720P, 1080I, 1080P
Full-screen display, single-screen display, background
overlap, full high-definition and real-time signal processing
0°C-60°C

15-85%

AC 220V,250W




LED-Display

SLCD video wall system sketch ma

leubBis oopIA

|oAJuod G8Y

(VGA, AV, HDMLI...)
_— B

s cable connection

NO.2 screen NO.3 screen NO.4 screen

1, Connect PC 232 cable to any screen 232 IN

port; then connect the screen 232 OUT port to

any other screen 232 N port

2, Connect DVI cable from main screen OUT port
to any sub-screen DVI IN port,and connect each
sub-screens in series in proper order,at last connect

Connect signal cables to ] - :
corresponding portofthe  ontroller PG last screen DVI QUT to main screen IN port

screen

©'&® by Designgroup GmbH 2011




LED-Display =

LCD video wall cabinet

Picture Specification

Standard of 40 inch unit 3X3 aluminum console cabinet,
3*3/40L no edge banding
unit price per each unit

: Standard of 46 inch unit 3x3 alumium console cabinet,
3*3/46 | | no edge banding,
* : unit price per each unit

Standard of 40 inch unit 3X3 aluminum console cabinet,

3*3/40B edge banding
unit price per each unit

Standard of 46 inch unit 3X3 aluminum console cabinet,

3*3/46LB = edge banding
unit price per each unit

Standard of 40 inch unit 3X3 metal console cabinet,

3*3/40T edge banding
unit price per each unit

Standard of 46 inch unit 3X3 metal console cabinet,

3*3/46T edge banding

Standard of 40 inch unit 2X2 cabinet
2*2/40

Wall mounting bracket

B/40 L\:ﬂ:ﬂ:w use for 40 inch LCD monitor wall mounting bracket
T/40 [ = use for 40 inch LCD monitor desktop bracket
B/46 ;Il:ﬂ: use for 46 inch LCD monitor wall mounting bracket

T/46 l = use for 46 inch LCD monitor desktop bracket

2X2/40 EEE \ use for 40 inch LCD unit 2X2 wall mounting bracket,

) unit price per each unit

use for 40 inch LCD unit 3X2 wall mounting bracket,

3X2/40 o .
unit price per each unit

use for 40 inch LCD unit 2X3 wall mounting bracket,

2X3/40 . .
unit price per each unit

use for 40 inch LCD unit 3X3 wall mounting bracket,

3X3/40 o .
unit price per each unit

use for 46 inch LCD unit 2X2 wall mounting bracket,

2X2/46 . .
unit price per each unit

use for 46 inch LCD unit 3X2 wall mounting bracket,

3X2/46 o .
unit price per each unit

use for 46 inch LCD unit 2X3 wall mounting bracket,

2X3/46 . .
unit price per each unit

use for 46 inch LCD unit 3X3 wall mounting bracket,
unit price per each unit

3X3/46

el
o

©

&® by Designgroup GmbH 2011




Product Specification

[tem NO.

P6 Indoor

: LED chip Taiwan chip
: Pixel pitch {mm) 6.25 mm
: Unit board size (mm) 500 x 500 x 55mm
: panel resolution 80 x 80
: Pixel configuration SMD 3in 1
: Density of pixel(dot/ panel) 6400
Z Density of pixel(dot/ m2) 25.600
: Weight / Unit 6 kg /pe
: Max power consumption Max 200 Wipanel, Average100W/panel
: Color temperature 6500 K
| View distance >5M
| Luminance(CD/ m2) 2000 cd / sqm {adjustable)
Panel Structure aluminium-alloy with fiber plastic shell (Corrosion Resistance)
Frame Rate 60 Hz
: Refresh frequency > 1000 Hz
Power Supply AC 90V -- 260V, 50 -- 60HZ
Working Voltage DC 5V
Best viewing angle Horizontal £70degree, and vertical £50 degree
Gray scale 12 bit
Control system Online control, based on PC
LED Drive dynamic (1/5)

Pictures of P6




Life-span

Product Specification

>50,000 hours

Protect leve

IP43

Rigging System

Truss connection system (qucik mounting)

Working environment

Temperature: -20 degree — 50 degree

Relative Humidity

10% to 90%

Signal Communication {(Regular)
Signal Transmission Distance

DVI & LAN

LAN wire: within 100 meters

Warranty

YACES

- | 'é;

- -

Pictures of P6




Product Specification

LED Parameter

Sequence Led Wavelength Luminosity Chip Manufacturer
1 Red 620-630 (nm) 450 (mcd) AXT
2 Pure Green 520-525 (nm) 1800 (mcd) AXT
3 Pure Blue 465-470 (nm) 350 {mcd) AXT

Module Parameter

Sequence [tem Parameter

1 Pitch (mm) 10

2 LED Standard SMD 3in1

3 LED Arrangement 1R1G1B

4 Brightness (cd/m"2) 21200

) Pixel Density (Real) (dots/m”2) 10,000

6 No: of modules per cabinet 36

7 Module Size {mm) (L)=160mm ; (H)=160mm
8 Module Resolution {dots) 16*16

9 Cabinet Size (mm) 960 x 960 x 160
10 Resolution/Cabinet 96*96

gl Cabinet Material Iron Cabinet

12 Waterproof Material Indoor use

13 Waterproof Size Display Size

14 Angle-Level (angle) 120 (Right/Left)
15 Angle-Vertical (angle) 120 (Up/Down)

Pictures of P10
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17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
41

Best-Vision-Distance (m)
Gray Grade (Rank)
Display Color (Color)
Display Mold

Drive Mode

Control Mode

In-Interface

Connecting Series
Cabinet Weight (kg/pc)
Max Power Consumption (W/m#2)
Avg Power Consumption {(W/m*2)
Life Time (hr)

Voltage (V)

Control Distance (m)
Protection Level (IP)

LED Parameter

Time (hr)

Maintenance

Temperature (°C)

Relative humidity (RH)
Software

Changing frame frequency
Refresh frequency

Product Specification

5-200

216,348

Full Color (16.7m)

Virtual Image Control

1/4 Drivng Constant Current Driver
Synchrony Transfer

RS232

VGA

35

750

250

100.000

AC: 220 /380 £10 %, 50 Hz
<100

IP45

SMD 3528

> 10,000

Rear

20~ 50

10% ~ 95%

Windows 98, XP,2000, 2003 etc.
50-60 Hz

600 Hz

Pictures of P10




Product Specification

Pixel Pitch (mm)

Pixel Configuration

Module Resolution (Pixel)

Module Size (mm)

P31.25
SMD3528
8*16

250%500

Driving Mode

1/1 duty

Density (Pixel/m?)

1024

Pictures of P31.25




Pictures of P31.25




Product Specification

LED Parameter

Sequence

1

2

K)

Module Parameter

Sequence

W 0 ~N X 1 BwWw N

Led Wavelength
Red 620-630 (nm)
520-525 (nm)
Pure Blue 465-470 (nm)

Pure Green

Item

Pitch (mm)

LED Standard

LED Arrangement
Brightness (cd/m*2)

Pixel Density (Real) (dots/m*2)
No: of modules per cabinet

Module Size (mm)
Module Resolution {dots)
Cabinet Size {mm)
Resolution/Cabinet
Cabinet Material
Waterproof Material
Waterproof Size
Angle-Level (angle)
Angle-Vertical (angle)
Best-Vision-Distance {m)

Pictures of Pillars

Luminosity
450 {mcd)
1800 {mcd)
350 {mcd)

Parameter

10

SMD 3in1

1R1G1B

=1200

10,000

32

(L)=160mm; (H)=160mm
1616

1800 x 200 x 200
12864

Aluminium Cabinet
Indoor use

Display Size

120 (Right/Left)
120 (Up/Down)
5-200

Chip Manufacturer
AXT
AXT
AXT




17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
41
42

Sequence

Item
Gray Grade (Rank)

Display Color {Color)

Display Mold

Drive Mode

Control Mode

In-Interface

Connecting Series

Cabinet Weight (kg/pc)

Max Power Consumption (W/m*2)
Avg Power Consumption (W/m*2)
Life Time (hr)

Voltage (V)

Control Distance (m)

Protection Level (IP)

LED Parameter

Time (hr)

Maintenance

Temperature (°C)

Relative humidity (RH)

Software

Changing frame frequency
Refresh frequency

- EEEN

EEEEm

EEEew

P B = I O ) L A

ALSHOdOMNI

Product Specification

Parameter
=16,348
Full Color (16.7m)
Virtual Image Control

1/4 Drivng Constant Current Driver

Synchrony Transfer

RS232

VGA

35

750

250

100.000

AC: 220 /380 £10 %, 50 Hz
<100

IP45

SMD 3528

> 10,000

Rear

-20 ~ 50

10% ~ 95%

Windows 98, XP,2000, 2003 etc.
50-60 Hz

600 Hz

Pictures of Pillars
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Product Specification

Unit Panel

Specification

Pixel Pitch 10.4 mm

Pixel Density 9216 Pixels/m?
Panel size 500x500x60 mm
Pixel Configuration SMD 3-IN1 LED
Panel resolution 48x48 pixels

Weight Capacity 400 kg/m?

Weight 9 kg/Panel
Protection Level IP54

Viewing Angle H140° /V110°
Ambient Temperature -40~80(storing)/20~50 {operating)
Panel Depth 55 mm

Average Power Consumption <400W/m?

Control Mode Synchronous Control
Graphic Mode DVI Graphic Card

Drive Mode 1/3 Scan

Frame Rate = 60Hz

Refresh Frequency 800 Hz

Gray scale 12 Bit

Maximum Brightness 2000 CD/m?
BRI-adjustment 0-100 level

Work voltage AC90-240V/50~60 Hz
Control System VC-820A/VS-880C
MTBF > 1000 hours

Life span 50.000 hours

Pictures Videofloor




Dimension {mm) 400x400x84
LED Quantity (PCS/unit) 256

Light resource 3528 SMD 3-in-1 LED
Max. power consumption 480W/m?*

Input voltage AC180~240V
Display color Full color RGB
Protection Level IP65

Net Weight 6,7 kg

Crust Material Acrylic

Fixture housing Aluminium alloy
Beam angle 110~140°

Life span 50.000 hours
working humidity <95

Isolating Grade CLASSE Il
Light transmittance < 98%

Contral mode DVl

Maximum Weight: 500kg

Product Specification

Pictures Videofloor
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